











SINGLE LENGTH LADDERS - SL SERIES

FEATURES

B Exceeds standards specifications for aluminium

alloy ladders ASNZS 1892.1 : |

B Sturdy construction for added durability and safety

B Heavy-duty, surface-gripping rubber ends enhance

stability under load

B High-visibility Red Rung to indicate maximum safe

climbing height

SPECIFICATIONS

ID CODE WEIGHT

996

SIZE

SL SI Double-Swaged Round Rungs

SLSI-1.8 4.4 kg 1.80 m
SLSI-24 6.0 kg 2.40 m
SLSI-3.0 7.0 kg 3.00 m
SLSI-3.6 8.5 kg 3.60 m
SLSI -42 10.3 kg 420 m
SLSI -48 11.7 kg 4.80 m
SLSI-54 13.0 kg 540 m
SL S3 Screwed D-Rungs

SLS3-18 5.3 kg 1.80 m
SLS3-24 7.0 kg 2.40 m
SLS3-3.0 8.7 kg 3.00 m
SLS3-36 10.4 kg 3.60 m
SLS3-42 13.1 kg 420 m
SLS3-48 14.8 kg 4.80 m
SLS3-54 16.5 kg 540 m
SLS3-6.0 17.4 kg 6.00 m
SLS3-6.6 19.1 kg 6.60 m

SL S| Model SL S3 Model

SAFETY DETAILS

Heavy-duty rubber grips

SL SI Double-swaged round rungs
SL S3 Screwed D-rungs
High-visibility red safety rung
Swivel Foot ( Optional extra )

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,
refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone

0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD
PO Box 98 843 SAMC

Manukau City 2240 New Zealand
Tel 09 262 6262 Fax 09 262 6265
alkalum@uacl.co.nz
www.ullrich.co.nz
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DOUBLE EXTENSION LADDERS - DE SERIES

FEATURES

B Exceeds standards for aluminium alloy ladders ASNZS 1892.1 : 1996
B Sturdy construction for added durability and safety
B Heavy-duty, surface-gripping rubber ends enhance stability under load

B High-visibility Red Rung to indicate maximum safe climbing height

SPECIFICATIONS

ID CODE

WEIGHT OPEN SIZE

DE SI Double-Swaged Round Rungs

DE SI 0606 8.7 kg 3.00 m
DE S| 0808 12.0 kg 420 m
DESI 1010 14.0 kg 540 m
DESI 1212 17.0 kg 6.30 m
DESI 1414 20.0 kg 7.50 m
DESI l6l6 23.4 kg 870 m
DE S3 Screwed D-Rungs

DE S3 0808 16.0 kg 420 m
DES3 1010 17.4 kg 540 m
DE S3 1212 21.6 kg 6.30 m
DE S3 1414 25.8 kg 7.50 m
DES3 1616 30.0 kg 870 m
DE S3 1818 34.1 kg 9.90 m

DE S| Model DE S3 Model

SAFETY DETAILS
Heavy-duty rubber grips

DE SI Double-swaged round rungs
DE S3 Screwed D-rungs

High-visibility red safety rung
Swivel Foot ( Optional extra )

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD

PO Box 98 843 SA
Manukau City 2240

Tel 09 262 6262 Fax 09 262 6265

alkalum@uacl.co.nz
www.ullrich.co.nz
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FIBREGLASS LADDERS - GR SERIES

FEATURES

B Exceeds standards for Fibreglass Ladders ASNZS 1892.3 : 1996

B Sturdy construction for added durability and safety
B Heavy-duty, surface-gripping rubber ends for stability

B High-visibility red rung to indicate maximum safe climbing height
( GRCS when in A-frame position )

B Non-conductive Fibreglass framing

SPECIFICATIONS

ID CODE WEIGHT OPEN SIZE

As step  Open

GRCS 04 6.4 kg 1.2 m 2.l m
GRCS 05 7.9 kg 1.5m 27 m
GRCS 06 9.5 kg 1.8 m 33m
GRCS 07 1.5 kg 2.1 m 39m
GRCS 08 15.0 kg 24 m 45 m
GRSL 2.4 6.4 kg 2.40 m
GRSL 3.0 8.0 kg 3.00 m
GRSL 3.6 9.5 kg 3.60 m
GRSL 4.2 1.5 kg 420 m
GRSL 4.8 1.5 kg 480 m
GRDE 0808 12.8 kg 420 m
GRDE 1010 16.0 kg 5.40 m
GRDE 1212 19.2 kg 6.30 m
GRDE 1414 22.4 kg 7.50 m
GRDE 1616 25.7 kg 870 m

GRCS Model GRSL Model GRDE Model

| s
®

SAFETY DETAILS
Heavy-duty rubber grips
Screwed triangular rungs
Heavy-duty double rivetting
High-visibility red safety rung

For additional information on any Ullrich product, ULLRICH ALUMINIUM CO LTD

either contact your Ullrich Sales Consultant, PO Box 98 843 SAMC

refer to the back of this brochure for your nearest Manukau City 2240 New Zealand

Ullrich Aluminium Sales Centre, or telephone Tel 09 262 6262 Fax 09 262 6265

0800 500 338 for assistance. alkalum@uacl.co.nz ULLRICH
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HEAVY-DUTY STEP LADDERS - HDS SERIES

FEATURES

B Exceeds standards specifications for aluminium alloy ladders ASNZS 1892.1 : 1996
B Commercial standard, sturdy construction for added durability and safety

B Heavy-duty, surface-gripping rubber ends enhance stability under load

B High visibilty Red Rung to indicate maximum safe climbing height

SPECIFICATIONS HDS

ID CODE WEIGHT SIZE

HDS 10 12.0 kg 3.00 m
HDS 12 l44kg  3.60m
HDS 14 l68kg 420m
HDS 16 192kg  480m
HDS 18 216kg  540m
SAFETY DETAILS

Heavy-duty rubber grips
Heavy-duty double rivetting
High-visibilty red safety rung

For additional information on any Ullrich product, ULLRICH ALUMINIUM CO LTD

either contact your Ullrich Sales Consultant, PO Box 98 843 SAMC

refer to the back of this brochure for your nearest Manukau City 2240 New Zealand

Ullrich Aluminium Sales Centre, or telephone Tel 09 262 6262 Fax 09 262 6265

0800 500 338 for assistance. alkalum@uacl.co.nz ULLRICH
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PLATFORM STEP LADDERS AND MOBILE PLATFORMS

FEATURES

B Fully compliant with ASNZS 1892.1 : 1996
m |50 kg Industrial Rated

B All welds to AS1665 standard

B Light weight all aluminium fabrication

B Non-slip aluminium treadplate platform

B Superior design and quality

B Platform Ladder folds away for easy
storage and transportation

SPECIFICATIONS

ID CODE WEIGHT SIZE

Platform Step Ladder

PS 04 1.5 kg 12m
PS 05 13.0 kg 1.5m

Platform size - D450 X W425mm

Mobile Platform

MP 1200 Platform Height I.I m
MP 1500 Platform Height 1.4 m
MP 1800 Platform Height 1.7 m
MP 2100 Platform Height 2.0 m
MP 2400 Platform Height 2.3 m

Platform size - 600 X 600mm

Platform Step Ladder

Mobile Platform

SAFETY DETAILS
Heavy-duty rubber grips
Heavy-duty double riveting
Safety platform

Sturdy handrails

For additional information on any Ullrich product, ULLRICH ALUMINIUM CO LTD

either contact your Ullrich Sales Consultant, PO Box 98 843 SAMC

refer to the back of this brochure for your nearest Manukau City 2240 New Zealand

Ullrich Aluminium Sales Centre, or telephone Tel 09 262 6262 Fax 09 262 6265

0800 500 338 for assistance. alkalum@uacl.co.nz ULLRICH
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SCORPRO CLIMB SAFE LADDERS

FEATURES

www.ullrich-aluminium.co.nz/ladders/scorpro.htm
Visit to see this amazing ladder and range of accessories in use

M Fully welded construction
m 160 kg rated ASNZS 1892.1 : 1996
B All welds to AS1665 standard

M Light weight all aluminium fabrication

B Superior design and quality

B Folds away for easy storage
and transportation

B Curved rungs for climbing comfort
H No loose ropes

B Can be used on uneven surface

SPECIFICATIONS

EXTENSION LADDER

FIXED LENGTH LADDER

WEIGHT  LENGTH FROM WEIGHT  TOTAL LENGTH
11.8 kg 20-32m 9.0 kg 32m
13.1 kg 23-38m 9.6 kg 35m
14.4 kg 26-44m 10.3 kg 3.8m
15.3 kg 29-50m 10.9 kg 4.1 m
16.6 kg 32-56m 11.6 kg 44 m
18.1 kg 35-62m 12.2 kg 47 m
19.3 kg 38-68m 12.9 kg 5.0 m
20.6 kg 41-74m
21.9 kg 44-80m
23.2 kg 47 -86m
24.5 kg 50-92m

All interchangeable feet are made of 304 stainless steel tube

OPTIONAL EXTRAS AVAILABLE

Tripod freestanding attachment - extension legs to 5m or 8m
Combination or adjustable standoff / hook over unit

1.8m or 2.4m plug on extension (straight or curved)

Top or side rung rubbings strips

The top roof rollers or the full roof rolling kit
Scaffold and bucket attachment

Window washing centre rest

Double offset window - short or long

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD
PO Box 98 843 SAMC

Manukau City 2240 New Zealand
Tel 09 262 6262 Fax 09 262 6265
alkalum@uacl.co.nz
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ORCHARD LADDERS

FEATURES

M Fully compliant with ASNZS 1892.1 : 1996
M Sturdy aluminium construction

Hl All welds to AS1665 standard

M Light weight all aluminium fabrication
B Superior design and quality

M Folds away for easy storage
and transportation

SPECIFICATIONS

ID CODE SIZE

ORCH 2.4 24 m

ORCH 3.0 30m

ORCH 3.6 36m Orchard Ladder

ORCH 4.2 42m

For additional information on any Ullrich product, ULLRICH ALUMINIUM CO LTD

either contact your Ullrich Sales Consultant, PO Box 98 843 SAMC

refer to the back of this brochure for your nearest Manukau City 2240 New Zealand

Ullrich Aluminium Sales Centre, or telephone Tel 09 262 6262 Fax 09 262 6265

0800 500 338 for assistance. alkalum@uacl.co.nz ULLRICH
www.ullrich.co.nz o
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SILO LADDERS

FEATURES

B Exceeds standards specifications for Aluminium | | Bar Caged Silo Ladders

Ladder - ASNZS 1892.1 : 1996
Cage - ASNZS 1657 : 1992

B Sturdy aluminium construction for added durability and safety
B All Silo Ladders are made to order

B Standard Mounting Brackets and Spacer Blocks are available

B Load Bearing Mounting Brackets also available if ladder base off the ground

M Silo Lockable Cage Door also available

CAGED SILO LADDERS

All Caged Silo Ladders include a one metre flaired extension to the
top which must be taken into account when ordering. For example,
if a 6 metre ladder is ordered it will be 6 metres overall including the
flair. Therefore the ladder itself will be 5 metres plus the one metre
flaired top.

They have || vertical bars at 150mm maximum spacing between them.
The cages on the ladders are on average between 760 and 800mm in
diameter and are made from 50 X 8mm flat bar. They begin at the
nearest rung on average at 2.| metres from the bottom of the ladder
and terminate at the top of the flair.

The stand off mounting brackets, including the spacer blocks and fixings
can be supplied with the ladder. These will stand the unit 200mm off
the wall to meet OSH standards. To determine the placing of the
brackets, a rule of thumb would be one pair at the top below the flair,
one pair near the bottom and the balance at 2.7 to 3 metres apart
where applicable.

A Side Exit option is also available.

I'| Bar Caged Silo Ladder

SAFETY DETAILS
Il bar cage
Heavy-duty assembly
Screwed D-rungs

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD

PO Box 98 843 SAMC

Manukau City 2240 New Zealand
Tel 09 262 6262 Fax 09 262 6265

alkalum@uacl.co.nz
www.ullrich.co.nz
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ULLTIMATE ALUMINIUM TRESTLE

FEATURES

B Compliant with ASNZS 1892.1 : 1996

m Safe working load 150 kg

H All welds to AS1665 standard

B Strong but lightweight aluminium construction

M Sturdy fully welded construction
for added durability and safety

M Heavy duty rubber feet
B Ground leveling feet extendable to 300mm

M Height adjustment by simple spring clip

SPECIFICATIONS

ID CODE WEIGHT SIZE
LADTTW 1.20 8.0 kg 1.20 m
LADTTW 1.80 12.0 kg 1.80 m

LADTTW 2.40 16.0 kg 2.40 m
LADTTW 3.00 20.0 kg 3.00 m
LADTTW 3.60 24.0 kg 3.60 m
LADTTW 4.20 28.0 kg 420 m
LADTTW 4.80 32.0 kg 480 m

Aluminium Planks available in various lengths
30m 40m 50m 6.0m

ULLMICH

Planks are 227mm wide X 50mm thick

SAFETY DETAILS
Fully welded construction

Safe working load 150 kg

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD
PO Box 98 843 SAMC

Manukau City 2240 New Zealand
Tel 09 262 6262 Fax 09 262 6265
alkalum@uacl.co.nz
www.ullrich.co.nz
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TRADESMAN TRESTLES AND PLANKS -TT &TP SERIES

FEATURES

B Exceeds standards specifications for aluminium alloy ladders
ASNZS 1892.1 : 1996

B Exceeds standards specifications for aluminium planks TP Model Trestle Planks
AS 1577:1993

B Sturdy aluminium construction for added durability and safety
B Heavy-duty, surface-gripping rubber infills enhance stability

B All planks are 227mm wide x 50mm deep

SPECIFICATIONS PLANKS

ID CODE WEIGHT LENGTH

TP 3.0 12.4 kg 3.0m
TP 4.0 16.4 kg 40 m
TP 5.0 20.4 kg 50m
TP 6.0 24.4 kg 6.0 m

Planks must be supported every 3.0m max

Safe working load per supported span 205 kg

SPECIFICATIONS TRESTLES

ID CODE WEIGHT SIZE

TT 04 8.0 kg 120 m
TT 06 12.0 kg 1.80 m
TT 08 16.0 kg 240 m
TT 10 20.0 kg 3.00 m
TT 12 24.0 kg 3.60 m
TT 14 28.0 kg 420 m

TT 16 32.0 kg 4.80 m
Safe working load 120 kg

TT Model Tradesman Trestle

SAFETY DETAILS

Heavy-duty rubber grips

Heavy-duty double riveting

Planks must be supported every 3.0m max

Plank - Safe working load per supported span 205 kg
Trestle - Safe working load 120 kg

For additional information on any Ullrich product, ULLRICH ALUMINIUM CO LTD

either contact your Ullrich Sales Consultant, PO Box 98 843 SAMC

refer to the back of this brochure for your nearest Manukau City 2240 New Zealand

Ullrich Aluminium Sales Centre, or telephone Tel 09 262 6262 Fax 09 262 6265

0800 500 338 for assistance. alkalum@uacl.co.nz ULLRICH
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MOBILE SCAFFOLDS

FEATURES

B Fully compliant with standards for Mobile Towers

B Sturdy aluminium construction for added durability and safety

B VARIOUS MODELS AND SIZES AVAILABLE

B Scaffolds are available for hire

Mobile Scaffold
lllustrated model is “C” Tower Two Level

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD
PO Box 98 843 SAMC

Manukau City 2240 New Zealand
Tel 09 262 6262 Fax 09 262 6265
alkalum@uacl.co.nz
www.ullrich.co.nz
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LADDER INSPECTION REPAIR SERVICE - SAFETY

"AREYOUR LADDERS SAFE?"

Contact Ullrich Aluminium Company Ltd Ladder Inspection and Repair Service for a comprehensive safety check and
repair of your ladders.

* Let us bring your ladders up to a safe working standard

* Great trade-in deals on ladders beyond economic repair

* Supply of new ladders to suit your needs

LADDER SAFETY

Using a ladder is much safer than balancing on boxes or chairs to gain height, but don't risk injury from falling because of incorrect
assembly, ladder placement or unsafe use.

BEFOREYOU BUY
* Discuss what you will use the ladder for with our friendly staff so they can advise the best ladder to meet your needs.

* Check your ladder meets a relevant safety standard (ASNZS 1892.1 : 1996 is the most common standard).

* Ask for a demonstration on the correct use in store before you buy. Pay particular attention to features that indicate when
hinges are locked.

BEFOREYOU USE

* Read the instructions carefully and practise opening and closing the ladder until you are confident that it is operating correctly
and safely.

If in doubt, do not use your ladder - bring it back or call us for professional advice.

* Check the condition of your ladder - if it is rusty, parts are missing or security bars or clips aren't working properly, do not
use it.

* Assembly:- Check you have assembled the ladder correctly and read the instructions for use. Make sure all locking clips are
secure. A step ladder should have its two stay bars firmly in place.

* Placement:- Stand the ladder on a firm, level base. If the ground is uneven, use a suitable block or board to keep the ladder
upright and stable.

Electricity:- Keep metal ladders and metal parts well away from live electricity outlets. Have your electricity retailer shut off
the power if you need to work close to electric lines. Remember, metal ladders or wooden ladders with metal parts conduct
electricity.

CLIMBING AND DESCENDING

* Face the ladder when climbing and descending.

* Do not use the top two steps of the ladder.

* Have a helper hold the lower part of the ladder whenever possible.

* Keep your body centred between the rails of the ladder at all times or you may lose your balance.
* Move the ladder to continue a task - do not over reach.

* Remember the "one in four" safety rule if you are leaning the ladder: the bottom should be one measure out for every four
measures in height.

Maintain three points of contact when climbing up or down - use two hands and one foot, or two feet and one hand.

GENERAL TIPS

* Wear sturdy shoes and do not use a ladder when barefoot.

* Lock any doors you are working around so nobody can open a door into your ladder and tip you over.
* Keep children safe - store your ladder away after use.

*» Keep your house safe - do not leave your ladder outside.

MAINTENANCE
* Keep your ladder clean and dry.
* Tighten any loose bolts.

* If parts are worn or not working properly, repair or replace them.

For additional information on any Ullrich product, ULLRICH ALUMINIUM CO LTD

either contact your Ullrich Sales Consultant, PO Box 98 843 SAMC

refer to the back of this brochure for your nearest Manukau City 2240 New Zealand

Ullrich Aluminium Sales Centre, or telephone Tel 09 262 6262 Fax 09 262 6265

0800 500 338 for assistance. alkalum@uacl.co.nz ULLRICH

ALUMINIUM

www.ullrich.co.nz
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THE ULLRICH LADDER WAREHOUSE

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.

ULLRICH ALUMINIUM CO LTD
PO Box 98 843 SAMC

Manukau City 2240 New Zealand
Tel 09 262 6262 Fax 09 262 6265
alkalum@uacl.co.nz
www.ullrich.co.nz
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THE ULLRICH SERVICE NETWORK

ULLRICH ALUMINIUM SALES CENTRES

WHANGAREI

2 Gumdigger Place

PO Box 1694 Whangarei 0140
Tel 09 438 7380

Fax 09 438 4587

Email: whgrsls@uacl.co.nz

SILVERDALE

24 Anvil Road Silverdale
Hibiscus Coast 0932

Tel 09 427 0017

Fax 09 427 0030

Email: silvsales@uacl.co.nz

AUCKLAND WEST
65 The Concourse
Henderson 0610

Tel 09 836 6061

Fax 09 835 1365

Email: hendsls@uacl.co.nz

AUCKLAND CENTRAL
33-37 Great South Road

PO Box 222 44 Otahuhu 1640
Tel 09 276 3789

Fax 09 276 7814

Email: alkalum@uacl.co.nz

AUCKLAND SOUTH
| 18 Wiri Station Road
PO Box 98 843 SAMC
Manukau City 2240

Tel 09 262 6262

Fax 09 262 6266

Email: alkalum@uacl.co.nz

EXPORT DIVISION

| 18 Wiri Station Road
PO Box 98 843 SAMC
Manukau City 2240

Tel 09 262 6262

Fax 09 262 6267

Email: exports@uacl.co.nz

BUILDING PRODUCTS DIVISION
ULLTRACLAD

Tel Russ Gray 021 541 563

Fax 07 346 8215

Email: russellg@uacl.co.nz

TAURANGA

|7 McDonald Street

PO Box 4492 Mt Maunganui 3149
Tel 07 575 3499

Fax 07 575 0218

Email: taurgsls@uacl.co.nz

HAMILTON

39-45 Maui Street

PO Box | 138 Hamilton 3240
Tel 07 849 2909

Fax 07 849 2589

Email: hamsls@uacl.co.nz

{eJe]3{U].\

124 Riri Street

PO Box 965 Rotorua 3040
Tel 07 346 8213

Fax 07 346 8215

Email: rotsls@uacl.co.nz

NAPIER

Cnr Niven & Edmundsen Streets
PO Box 695 Napier 4140

Tel 06 843 3114

Fax 06 843 3185

Email: napsls@uacl.co.nz

NEW PLYMOUTH

217 Courtenay Street

PO Box 8023 New Plymouth 4342
Tel 06 759 9120

Fax 06 759 1598

Email: nplythsls@uacl.co.nz

PALMERSTON NORTH

8 Railway Road

PO Box 4054 Palmerston North 4442
Tel 06 356 2007

Fax 06 356 8539

Email: pnthsls@uacl.co.nz

WELLINGTON

la Cornish Street Petone
Private Bag Te Puni MC 5045
Tel 04 568 8188

Fax 04 569 8759

Email: wgtnsls@uacl.co.nz

NELSON

6a Forests Road

PO Box 2233 Stoke 7041
Tel 03 547 4103

Fax 03 547 8343

Email: nelsales@uacl.co.nz

CHRISTCHURCH
4 |versen Terrace

PO Box 100 50 Christchurch 8145

Tel 03 366 7939
Fax 03 379 5910
Email: chchsls@uacl.co.nz

TIMARU

60-64 Racecourse Road Timaru
PO Box 2126 Washdyke 7941
Tel 03 688 7649

Fax 03 688 7659

Email: timrsls@uacl.co.nz

DUNEDIN

391 KaikoraiValley Road

PO Box 5010 Dunedin 9058
Tel 03 453 0679

Fax 03 453 5958

Email: dunsls@uacl.co.nz

INVERCARGILL

25 Bond Street

PO Box 1681 Invercargill 9840
Tel 032184124

Fax 03 218 4024

Email: invsls@uacl.co.nz

For additional information on any Ullrich product,
either contact your Ullrich Sales Consultant,

refer to the back of this brochure for your nearest
Ullrich Aluminium Sales Centre, or telephone
0800 500 338 for assistance.
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QUALITY « SERVICE * INTEGRITY

i) Cairns

= Townsville

)

ULLRICH
ALUMINIUM

—

# Mackay

Adelaide

Sunshine

Melbourne

Phone for your nearest

ULLRICH ALUMINIUM SALES CENTRE

AUSTRALIA - 1300 650 075
NEW ZEALAND - 0800 500 338

* ALUMINIUM EXTRUSIONS

* ROLLED PRODUCTS

* FASTENINGS

* LADDERS

* SCAFFOLDS

* ULLTRACLAD CLADDING

* WINTEC WINDOWS & DOORS
* BUILDING PRODUCTS

* DECORATIVE METALS

* TEKNA MACHINERY

Map key:
+ MANUFACTURING

® SALES & DISTRIBUTION

% EXTRUSION PLANT

Representative and franchised operations throughout the South Pacific

Launceston

Hobart

Rockhampton

A Caloundra
& Northgate
i3 Brisbane
i) Gold Coast

) Coffs Harbour

Henderson
(@]+1,11],11]
Manukau City

Hamilton

Rotorua

New Plymouth

Palmerston North

Wellington

Christchurch

Timaru

Dunedin

’ Invercargill

ULLRICH ALUMINIUM PTY LTD

PO Box 2182 Smithfield NSW 2164
185-187 Woodpark Rd Smithfield Australia
Tel +61 2 8787 7400 Fax +61 2 9725 2784
ullrich@ullrich.com.au www.ullrich.com.au

ULLRICH ALUMINIUM CO LTD

PO Box 98 843 SAMC

Manukau City 2240 New Zealand

Tel +64 9 262 6262 Fax +64 9 262 6265
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